AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§305.10

change the data contained in any an-
nual report shall be reported in the
manner required for new models. Mod-
els which are discontinued shall be re-
ported in the next annual report.

[62 FR 46894, Dec. 10, 1987, as amended at 54
FR 28035, July 5, 1989; 59 FR 54965, Oct. 25,
1993; 59 FR 49564, Sept. 28, 1994; 59 FR 67527,
Dec. 29, 1994; 60 FR 14210, Mar. 16, 1995; 67 FR
35008, May 17, 2002; 68 FR 8449, Feb. 21, 2003;
73 FR 63067, Oct. 23, 2008]

§305.10 Ranges of comparability on
the required labels.

(a) Range of estimated annual oper-
ating costs or energy efficiency ratings.
The range of estimated annual oper-
ating costs or energy efficiency ratings
for each covered product (except fluo-
rescent lamp ballasts, metal halide
lamp fixtures, lamps, showerheads, fau-
cets, water closets, urinals, or ceiling
fans) shall be taken from the appro-
priate appendix to this part in effect at
the time the labels are affixed to the
product. The Commission shall publish
revised ranges every five years begin-
ning in 2012 in the FEDERAL REGISTER.
When the ranges are revised, all infor-
mation disseminated after 90 days fol-
lowing the publication of the revision
shall conform to the revised ranges.
Products that have been labeled prior
to the effective date of a modification
under this section need not be re-
labeled.

(b) Representative average unit energy
cost. The Representative Average Unit
Energy Cost to be used on labels as re-
quired by §305.11 and disclosures as re-
quired by §305.20 are listed in appendix
K to this part. The Commission shall
publish revised Representative Average
Unit Energy Cost figures every five
years beginning in 2012 in the Federal
Register. When the cost figures are re-
vised, all information disseminated
after 90 days following the publication
of the revision shall conform to the
new cost figure.

(c) Operating Costs or Efficiency Rat-
ings Outside Current Range. When the
estimated annual operating cost or en-
ergy efficiency rating of a given model
of a covered product falls outside the
limits of the current range for that
product, which could result from the
introduction of a new or changed
model, the manufacturer shall:
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(1) Omit placement of such product
on the scale that appears as required
by §§305.11 and 305.12 of this part, and

(2) Add one of the two sentences
below, as appropriate, in the space just
below the scale on the label, as follows:

The estimated yearly operating cost of this
model was not available at the time the
range was published.

The energy efficiency rating of this model
was not available at the time the range was
published.

[72 FR 49967, Aug. 29, 2007, as amended at 73
FR 63067, Oct. 23, 2008]

REQUIRED DISCLOSURES

§305.11 Labeling for refrigerators, re-
frigerator-freezers, freezers, dish-
washers, clothes washers, water
heaters, room air conditioners, and
pool heaters.

(a) Layout. All energy labels for re-
frigerators, refrigerator-freezers, freez-
ers, dishwashers, clothes washers,
water heaters, pool heaters, and room
air conditioners shall use one size,
similar colors, and typefaces with con-
sistent positioning of headline, copy,
and charts to maintain uniformity for
immediate consumer recognition and
readability. Trim size dimensions for
all labels shall be as follows: width
must be between 5 1/4 inches and 5 1/2
inches (13.34 cm. and 13.97 cm.); length
must be between 7 3/8 inches (18.78 cm.)
and 7 5/8 (19.34 cm.). Copy is to be set
between 27 picas and 29 picas and copy
page should be centered (right to left
and top to bottom). Depth is variable
but should follow closely the prototype
labels appearing at the end of this part
illustrating the basis layout. All posi-
tioning, spacing, type sizes, and line
widths should be similar to and con-
sistent with the prototype and sample
labels in appendix L.

(b) Type style and setting. The Arial
series typeface or equivalent shall be
used exclusively on the label. Specific
sizes and faces to be used are indicated
on the prototype labels. No hyphen-
ation should be used in setting head-
line or copy text. Positioning and spac-
ing should follow the prototypes close-
ly. Generally, text must be set flush
left with two points leading except
where otherwise indicated. See the pro-
totype labels for specific directions.
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